
GHWS200E-HD 
HONDA

SPEED
POWER

Strike Voltage CompressorMax Power

60%kW kVA

3000RPM 5.6 7.0 200 amp AC 180 amp AC 14 cfm

1 x 10amp & 1 x 15amp 240V 
switched with thermal overload

ADDITIONAL INFO 

OUTLETS

5m welding leads with hand piece

ALTERNATOR 

ALTERNATOR BRAND Sincro 

TYPE Brushless

HARMONIC DISTORTION Less than 5%

INSULATION CLASS Class H

Honda

ENGINE 

MANUFACTURER  

ENGINE MODEL GX390 VXE8

TYPE & CYLINDER O.H.V. 

STARTING Electric with manual back up

GHWS200E-HD

Portable
50Hz 

TECHNICAL 

MODEL  

TYPE 

FREQUENCY 

PHASE/VOLTAGE  1/240

RUN TIME 2.7hr 
Unleaded Petrol

389 cm3

13

FUEL

 CUBIC CAPACITY 

HP

OIL CAPACITY 1.1L

OPTIONS

• Full Mine Spec fit out
• Petrol or diesel engine
• IP66 safety kits
• ELCB
• Hour meter
• Long Range Tank

86cm

83.4cm

75cm

DIMENSIONS 

LENGTH  

WIDTH 

HEIGHT  

WEIGHT  120kg

GHWS200E-HD

HONDA
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 3600 RPM MAX

LEADS

and earth clamp

Welder Duty Cycle

35%

75V




